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State of Louisiana
Department of Transportation and Development

Qualified Products List 39

FLEXIBLE POSTS

PRODUCT
SOURCE
CODE PRODUCT SOURCE

(A) GROUND MOUNT

3908
3909
3910
3911
3912
3917

Carsonite Roadmarker CRM-375
Carsonite Curveflex CFRM-400
Carsonite Object Marker Unit CRM-1236
Carsonite Guard Rail Delineator CFGR-427
Carsonite Curveflex CFRM-300
Carsonite Impactor

Carsonite International Corporation
1301 Hot Springs Road
Carson City, NV 98706

3918 Flexi-Guide 500 (FG-500) Bunzl Estrusion Tacoma, Inc.
Davidson Traffic Control Products
3110 70th Avenue East
Tacoma, WA 98424

3915 FlexStake HD FlexStake, Inc.
2348 Burner Lane SE
Fort Myers, FL 33912

3921 EZ Drive (EZ-2) Flexstake, Inc.
2150 Andrea Lane
Fort Myers, FL 33912

3919 CGDU 2-Piece GreenLine Products
Carsonite International 
10 Bob Gifford Boulevard
P. O. Box 98
Early Branch, SC 29916

3913 Repo Post Pacific Autopost, Inc.
P. O. Box 7
Stanton, CA 90680
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(A) GROUND MOUNT (continued)

3914 Safe-Hit Model No. SH248GP3 Safe-Hit Corporation
1930 West Winton Avenue
Building No. 11
Hayward, CA 94545

(B) SURFACE MOUNT

3922
3923

Masterflex 180E
Masterflex 360E

Bent Manufacturing Company
17311 Nichols St.
Huntington Beach, CA 90803

3925 Flexi-Guide FG300 UR Bunzl Extrusion
3110 70th Avenue East
Tacoma, WA 98424

3916 FlexStake SM FlexStake, Inc.
2348 Bruner Lane SE
Fort Myers, FL 33912

3920 Dura-Post The Line Connection
4126 Happy Lane
Sacramento, CA 95827

3924 TD 5200 Channelflex Three D Traffic Works
430 N. Varney Street
Burbank, CA 91502 

REFERENCE:

2000 DOTD Standard Specifications, Subsection 1015.03  
DOTD Standard Plans, RS 31

NOTE:

All material, regardless of prior approval, shall be sampled in accordance with the Materials Sampling Manual and tested for
conformance to the original specification.  Any deviation in composition or performance from the original sample submitted may
result in removal of the product from the qualified list.

Reflective sheeting used on flexible posts on this list must be an approved Type II encapsulated lens listed on QPL 13.

No information contained in this list is to be used for promotional purposes.


